
MACHINERY / PROPULSION
Maximum speed 22 knots
Bollard pull 0 ton
Power output 882 kW / 1200 hp
Propulsion Twin fixed pitch propellors
Main engines Detroit Diesel 60 DDEC IV model 6062HK34
Auxiliary engines Engine:
TANK CAPACITIES
Fresh water 1 m³
Fuel 4 m³

CLASSIFICATION / FLAG
Flag Dutch
Trading area Coastal waters up to 30 nautical miles
Call sign PHIJ
IMO n/a
Classification society Germanischer Lloyd
Class ship type Crew Boat
Class notation 100 A5 K, ISM & ISP certified, SOLAS
PRINCIPAL DIMENSIONS
Length o.a. 20,14 m
Breadth o.a. 5,28 m
Draft 1,10 - 1,25 m
GRT 49
NRT 16
Max. deck load
Free deck space
ACCOMMODATION
Accommodation Passenger room with seats for 29 

passengers, galley, washing facilities & 
1double berth cabin.

NAVIGATION AND COMMUNICATION SYSTEMS
GMDSS A1

Sara Maatje IV

Details are believed to be correct but cannot be guaranteed and are subject to change



General Arrangement 

Details are believed to be correct but cannot be guaranteed and are subject to change
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